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LED SWAN LIGHT
Description:
This Post Top Luminare is a sleek, specifica�on-grade
solu�on for ligh�ng pathways, parking areas, gardens and
other ourdoor spaces. It can be ordered in 50W, 70W,
100W, and is capable of replacing HID fxtures ranging from
100W - 400W. It can be used efficiently on pathways as
well as parking lots or general areas.

Features:
Super Bright LED
Housing: Die Cast Aluminium
Lens: Toughened glass
Input Voltage: 100-277Vac 50/60Hz Universal Voltage Driver
Wet Loca�on Rated for Outdoor Use
Replaces HID/MH 200~250W

SKU: NUR-AL-SWAN-70W-4000K
Wa�age: 70W
Input Voltage: 100-277Vac 50/60Hz
Color Temperature: 4000K
Lumens Output: 9,100lm
Efficiency : 130lm/W
Distribu�on: Type V
CRI: 70+
Power Factor: >0.95
Opera�on Temperature: -22°F to 122°F (-30°C to 50°C)
Cer�fica�on: ETL/CETL/CE
Material Usage: RoHS
Environment: Outdoor, Wet Loca�on
Humidity: 5% - 90% RH, non condensing

Technical Specifications:
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Dimensions:

14.97in.

21in.

2  3/8 or 3in.

4000K   Natural WhiteAL-SWAN   Area Light (Swan) 70W

Fixture Type Wa�age Color Temperature

ORDERING GUIDE Example: NUR-AL-SWAN-70W-4000K


