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Features

Wall Pack - Medium 45W & 70W

- Sealed die-casting profile for outdoor applications

- Replacing 150-350W MH

« Lumen ouput from 4500-6800Im

- Multitude of voltage configurations: 120-277V and 480V

- Polycarbonate optical lens with UV stabilizers

» Built-in UL class 2 driver, optional for photocell
+ Easy installation, contractor-friendly design
* UL/cUL listed

Applications
- Security, pathway and perimeter lighting

- Building entryways and walkways
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Specification

Specication/Model NUR-WP-45W-5000K NUR-WP-45W-4000K* NUR-WP-70W-5000K NUR-WP-70W-4000K*

Wall Pack - Medium 45W & 70W

*Special Order

Input Power 45W 45W 70W 70W

Lumens output 4500Im 45001m 6800Im 6800Im

Efficacy 100 Im/W 100 Im/W 97 Im/W 97 Im/W

CRI 82

Color Temperature *4000K or 5000K

Input Voltage 120-277V or 480V*

Finish Color Dark Bronze

Polycabonate (UL Recognized)
(f1) Suitable for outdoor use with respect to exposure to Ultraviolet Light, Water Exposure and Immersion in accordance
with UL 746C

Fits electrical box and wall mount directly

Ordering Guide
EXAMPLE: NUR-WP-70W-5000K

*Special Order

Fixture Type Power Consumption Input Voltage
NUR-WP  Wall Pack 45W 277V 120-277V 4000K DB Dark Bronze
70W 480V* 480V 5000K
45W 70W
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Dimensions

361mm(14.212in.> 332mm(13.07in.>

235mm(9.252in.)
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