
Security, pathway and perimeter lighting

Building entryways and walkways

Multitude of voltage con�gurations: 120-277V 

Sealed die-casting pro�le for outdoor applications

Replacing 250-400W MH

Lumen ouput from 9000-13000lm

Polycarbonate optical lens with UV stabilizers

Built-in UL class 2 driver, optional for photocell

Easy installation, contractor-friendly design

UL/cUL listed and DLC quali�ed

Features

Applications
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Ordering Guide

Dimension

NUR-WP-90W-5000KEXAMPLE :

NOTES:   1.  277V driver operates on 120-277V (50/60 Hz),  Specify 120 and 208-277 op ons only when ordering with photocell.
                2. 90W and 135W are limited to 100-277V input only; 95W and 145W are limited to 347V input only. 

unit: inch/mm
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Speci�cation
Speci�ca on/Model

Input Power

Lumens output

Efficacy

CRI

Color Temperature

Input Voltage 120VAC

Finish Color

Lens

Moun ng

Photocell
120/277VAC (UL and CSA listed)

3/4in long threaded nipple, 30-45 second me delay, Power Consump on: less than 0.9 wa s at 120 VAC

82

5000K

Dark Bronze

Polycabonate (UL Recognized)
(f1) Suitable for outdoor use with respect to exposure to Ultraviolet Light, Water Exposure and Immersion in

accordance with UL 746C

Fits electrical box and wall mount directly

Fixture Type Power Consump on Input Voltage CCT Finish Sensor (Op on)

WP     Wall Pack 90W     90Wa s 27V      120-277V 30K     3000K D       Dark Bronze     P1       120 Photocell

95W    95Wa s     34V      347V 40K     4000K  B        Black P2       230/277V Photocell

135W    135Wa llecotohP tuohtiW    knalBK0005     K05s

145W    145Wa s
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*Special Order

NUR-WP-90W-5000K NUR-WP-135W-5000K

90W 135W

9,000lm 13,000lm

100 lm/W 96 lm/W

*

*

*

*

* *

*

*



Ordering Information

Note: D* Dark Bronze �nish color is inventory color, please consult factory for lead me if other color is needed.
                       347V version Wall Pack supports rated volts 240V/347V photocell, please contact with factory for details.    

Ordering Rated Luminaire Wa age lni al Luminaire Rated Power

Code Voltage(VAC) Shape (W) Lumens(lm) Efficacy(lpw) Life(hrs) Factor

WP90W27V40KD* 120-277 Large Wall Pack 90 4000 9000 100 50000 82 0.9 NO NO UL / DLC

WP90W27V40KDP1 120V Large Wall Pack 90 4000 9000 100 50000 82 0.9 NO YES UL / DLC

WP90W27V40KDP2 277V Large Wall Pack 90 4000 9000 100 50000 82 0.9 NO YES UL / DLC

WP90W27V50KD 120-277 Large Wall Pack 90 5000 9000 100 50000 82 0.9 NO NO UL / DLC

WP90W27V50KDP1 120 Large Wall Pack 90 5000 9000 100 50000 82 0.9 NO YES UL / DLC

WP90W27V50KDP2 277 Large Wall Pack 90 5000 9000 100 50000 82 0.9 NO YES UL / DLC

WP95W34V40KD 347V Large Wall Pack 95 4000 9000 95 50000 82 0.9 NO NO UL

WP95W34V40KDP2 347V Large Wall Pack 95 4000 9000 95 50000 82 0.9 NO YES UL

WP95W34V50KD 347V Large Wall Pack 95 5000 9000 95 50000 82 0.9 NO NO UL

WP95W34V50KDP2 347V Large Wall Pack 95 5000 9000 95 50000 82 0.9 NO YES UL

WP135W27V40KD 120-277 Large Wall Pack 135 4000 13000 96 50000 82 0.9 NO NO UL / DLC

WP135W27V40KDP1 120 Large Wall Pack 135 4000 13000 96 50000 82 0.9 NO YES UL / DLC

WP135W27V40KDP2 277 Large Wall Pack 135 4000 13000 96 50000 82 0.9 NO YES UL / DLC

WP135W27V50KD 120-277 Large Wall Pack 135 5000 13000 96 50000 82 0.9 NO NO UL / DLC

WP135W27V50KDP1 120 Large Wall Pack 135 5000 13000 96 50000 82 0.9 NO YES UL / DLC

WP135W27V50KDP2 277 Large Wall Pack 135 5000 13000 96 50000 82 0.9 NO YES UL / DLC

WP145W34V40KD 347 Large Wall Pack 145 4000 13000 90 50000 82 0.9 NO NO UL

WP145W34V40KDP2 347 Large Wall Pack 145 4000 13000 90 50000 82 0.9 NO YES UL

WP145W34V50KD 347 Large Wall Pack 145 5000 13000 90 50000 82 0.9 NO NO UL

WP145W34V50KDP2 347 Large Wall Pack 145 5000 13000 90 50000 82 0.9 NO YES UL

Cer �catellecotohPelbammiDIRCTCC

Energy Saving Replacement

MODEL Replacing

90W

135W

250W MH

400W MH

Photometrics

Dist(m) Enadir(lx)

10.0 20.73

1.0 2073.37

2.0 518.34

3.0 230.37

4.0 129.59

5.0 82.93

6.0 57.59

7.0 42.31

8.0 32.40

9.0 25.60

Beam Angle(B): H98.9 V117.2  Field Angle(F): H167.5 V189.1
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Average Di�use Angle(50%): 108.0°

C0-C180 C90-C270

Unit: cd

Illuminance at a DistanceLuminous Intensity Distribution Curve

135W

 0

 180

09 0 9 

 75  75

105 105

 60  60

 45  45

 30  30 15  15
5631

4505

3378

2252

1126

Average Di�use Angle(50%): 103.0°

C0-C180 C90-C270

Unit: cd

Illuminance at a DistanceLuminous Intensity Distribution Curve

90W

Dist(m) Enadir(lx)

10.0 14.69

1.0 1468.87

2.0 367.22

3.0 163.21

4.0 91.80

5.0 58.75

6.0 40.80

7.0 29.98

8.0 22.95

9.0 18.13

Beam Angle(B): H91.6 V114.4  Field Angle(F): H168.3 V181.5

Dh

Dv

Revision 10.05.2016

Wall Pack - Large 90W & 135W


